
Feature Temp Stick +Power SensorPush HT.w
MarCELL Pro 
Multisensor Sensaphone 400

Power Source

Plug-in via Micro-USB 
power cable (6 ft), AC 
adapter or Battery (Up to 
2 years)

Battery (2+ years)
The optional WIFI 
gateway includes an AC 
adapter.

Plug-in plus Internal Li-
Ion rechargeable 36 - 48 
hour battery backup.

Plug-in plus 24 hour 
battery backup. (6 size-C 
alkaline batteries)

Alerting Method
(Connection 
Type)

Via Internet. Likely 
broadband brought into 
the home but if not 
available could be via a 
portable WIFI hotspot.

Via Internet. Likely 
broadband brought into 
the home but if not 
available could be via a 
portable WIFI hotspot 
(2.4Ghz). You can also 
connect via an Ethernet 
cable.

❌ Requires the 
purchase of optional 
gateway connected to 
home router

Via Cellular (4G LTE 
Verizon or AT&T). Does 
not require use of 
existing cell phone plan.

Via phone call over 
landline

Sensor 
Connectivity

WIFI connected to router 
via 2.4Ghz

Bluetooth - Monitor 
sensors within the home 
or connect to them via 
the optional WIFI 
gateway.

Built-In (Except optional 
Spuck water sensor) 
Connects to MarCELL 
via 915Mhz radio. (up to 
300 feet unobstructed) 

Includes pre-wired 
temperature sensor on 1 
of the 4 inputs. Built-in 
power failures and loud 
sound detection.

Temperature 
Monitoring Range

0°F to 140°F -40°F to 140°F -20°F to 127°F -20°F to 150°F

Humidity 
Monitoring Range

0% to 100% 0% to 100% 10% to 95% 10% to 80%

Monitoring 
Frequency

Every second Every minute Every 10 seconds Alerts are sent 
immediately upon 
"tripping" an input. 
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High/Low 
Temperature 
Alerts

✔  Sent immediately. 
Up to 10 users can 
receive via text, Email, 
mobile app push 
notification. 

Supports multi-stage 
alerts. Define a hierarchy 
of users and escalate to 
higher levels if the 
problem worsens

✔  Sent immediately. 
Multiple users can 
receive via Email, mobile 
app push notification.

✔  Sent immediately. 
Up to 9 users can 
receive via text, call, 
Email, mobile app push 
notification.

✔  Dials up to 4 
telephone numbers in 
sequence until the alarm 
is acknowledged. 

High/Low 
Humidity Alerts

✔  Sent immediately. 
Up to 10 users can 
receive via text, call, 
Email, mobile app push 
notification. 

Supports multi-stage 
alerts. Define a hierarchy 
of users and escalate to 
higher levels if the 
problem worsens

✔  Sent immediately. 
Multiple users can 
receive via Email, mobile 
app push notification.

✔  Sent immediately. 
Up to 9 users can 
receive via text, call, 
Email, mobile app push 
notification.

❌ Requires optional 
sensor. 

Sent immediately when 
the humidity level 
reaches a set high or low 
threshold.



Power Outage 
Alerts

✔  Must be plugged into 
power outlet and the 
internet modem/router 
must have battery 
backup (UPS).

Up to 10 users can 
receive via text, call, 
Email, mobile app push 
notification. 

❌ ✔  Must be plugged into 
power outlet. The power 
needs to be off to the 
outlet for about 8-10 
seconds for MarCELL to 
report it as a power 
outage. 

Up to 9 users can 
receive via text, call, 
Email, mobile app push 
notification. A power 
restored alert will also be 
sent.

✔  Must be plugged into 
power outlet. 

Dials up to 4 telephone 
numbers in sequence 
until the alarm is 
acknowledged.

Customize Alerts

✔  Text and email alert 
messages can contain 
any mix of pre-written 
text and sensor data. 
Maximum message 
length is 140 characters.

❌ ❌ ✔  Custom voice 
messages can be 
recorded.

Additional Alerts
Low battery. Internet 
connection loss.

Low battery. Internet 
connection loss.

Low battery. ❌

Optional Sensors

❌ Not with this model. 

There are other models 
with external 
temperature probes that 
are ideal for extreme 
conditions in freezers

❌ ✔  Wireless Spuck 
water sensor (Up to 12). 

Connects to MarCELL 
via 915Mhz radio. (50 -
300 feet away) 

❌ 3 additional inputs 
can be used for optional 
normally open (N.O.) or 
normally
closed (N.C.) hardwired 
sensors such as 
intrusion, water leak, 
high humidity, smoke, 
etc.



Data Logging

✔Unlimited logging of 
temperature, humidity, 
and dewpoint. 

Configurable to upload 
this information to the 
website every 15, 30, or 
60 minutes. 

Historical data can be 
downloaded to a CSV file 
for further analysis

✔Unlimited logging of 
humidity, temperature, 
dewpoint, and VPD 
(Vapor Pressure Deficit). 

Upload monitoring 
information to the cloud 
approximately every 5 
minutes. 

Historical data can be 
downloaded to a CSV file 
for further analysis

✔  Unlimited logging of 
data readings. 

Records the current data 
points every 30 minutes 
and uploads this 
information to the 
website every 8 hours. 

❌ To get the current 
conditions without 
waiting for the next 
update period, there is a 
“Update Now” feature. 20 
per month are included. 
Additional groups of 8 
cost $2.00.

❌

Automated 
Reports

✔  Schedule 
temperature and 
humidity reports to be 
send by email: daily, 
weekly, or monthly.

❌ ❌ ❌



Web Portal 

✔  Can view data and 
modify configuration 
settings. 

Multiple Temp Sticks can 
be named and managed.  

There's no set limit to the 
number Temp Sticks 
managed by a single 
account or app.  

Additional users can be 
given access view only 
or admin permissions. 

✔  Can view data and 
modify configuration 
settings. 

Multiple gateways can be 
named and managed. 

There's no set limit to the 
number of sensors you 
can pair with a Gateway. 

Requires the optional 
WIFI gateway.

✔  Can view data and 
modify configuration 
settings. 

Multiple Multisensors can 
be named and managed. 

Additional users can be 
given access view only 
or admin permissions. 

❌ You can call the 
Sensaphone at any time 
and it will recite a status 
report of all monitored 
conditions.

Mobile App

✔ Search for Temp 
Stick in the Apple Store 
or Google Play Store.

✔ Search for 
SensorPush in the Apple 
Store or
Google Play Store.

✔ Search for Sensored 
Life in the Apple Store or
Google Play Store.

❌

Output Relay

❌ ❌ ❌ ✔  1 relay output is 
included. Rated for 1A 
30VAC/1A 30VDC 
maximum. 

Could be used to 
remotely switch between 
2 thermostats. One set 
for the home 
temperature and one set 
for the away 
temperature.



Water Resistant

❌ ✔O-ring seals and a 
special sensor 
membrane, making it 
water resistant.

❌ ❌

Subscription 
Required

No No ❌ Yes $24.95 billed 
monthly or $14.95 per 
month if paid in advance 
annually.

No

Made in USA USA USA USA

Support

USA - Phone: Toll free 7 
days a week. (Eastern 
Time zone), Email, Chat, 
Contact form. 

USA -Via Email USA - Phone, live chat 
online, Email)

USA - Phone: Monday 
through Friday from 8 
A.M. to 5 P.M. (Eastern 
Time)

IFTTT Integration ✔ ❌ ❌ ❌
Integration with 
Smart Home 
Systems

✔ Alexa, Public API 
support

✔ Public API support ❌ ❌

Standard 
Warranty

3 years 2 years 1 year 1 year


